
Lubing A TapFlo
Pump Piston



13mm wrench



Remove the Tri 
Clamps to remove 

the Y-pipe from 
the pump



Set aside



Remove the Tri Clamps to remove 
the Y-pipe from the pump



Set aside



10mm wrenches



Remove all hardware in red circles with  
10mm open ended wrenches



Remove all hardware in red circles with  
10mm open ended wrenches



Both ends are threaded





Set aside



Threaded side seal

Muffler on the left, air inlet on the right

*Make note of the orientation for reassembly*



Through shaft side seal

Air inlet on the left, muffler on the right

*Make note of the orientation for reassembly*



Unscrew the threaded side,  
might have to slightly bend  

this area out to do so



Set the seals aside



water

piston



Push here with to jog the  
piston with the water

Jog back and forth a few  
times until the piston moves  
smoothly. Initially there will 

be some resistance



Insert the through shaft

*Orientation detailed 6 slides prior*



Screw in the threaded side, as  
tight as possible by hand



Align the holes on the  
seals with the holes on  
the pump, check both  

sides



Bottom view, these two holes should  match



Position parts to mirror this

Top view, these two 
holes  should match



Finger tighten acorn nuts in red. 
Notice the position of the tapflo plate



Place all 6 bolts through



10mm wrenches
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Tighten in a star cross 
bolt  pattern



This side up



Add the gaskets and ball 
bearings



Mirror the position of this tubing



Orientation of the clamps



Reconnect your 
triclamps



Bottom view



Add the gaskets



Correct orientation of the tubing



Orientation of the tri clamps



Attach trip clamps



Attach back to pump  
stand, 8mm bolts.  

Tighten with 13mm  
wrench
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If you have any further 
questions, please email: 
service@codimfg.com or 

call (303) 277-1542. 
For parts email: 

orders@codimfg.com


